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G    PERMANENT UNDERGROUND METER LOOP INSTALLATION ON A HOUSE OR BUILDIN

Brick Wall Stud Wall

Meter base furnished by 
Cooperative installed by 

customer / electrician
Switchbox

Main breaker 
switchbox inside 

house recessed in 
wall or mounted 
within 18 in. of 

meter base.
Cooperative 
Connections Customer 

Connections 
from breaker 

box.
Must have box 

bonded to ground 
bar with strap or 

bond screw.

Conduit shall 
be 2" rigid 
galvanized, 

threaded 
ends,  

lockrings & 
plastic 

bushings or 
Schedule 80 

PVC and 
fittings.  

(Provided & 
Installed by 

the customer.) 

5' Minimum    
6' Preferred   
7' Maximum

Galvanized 
rigid 

threaded 
nipple with 2 
lockrings & 2 

plastic 
bushings 

connecting 
meter base 

and 
switchbox.

#6 Copper ground 
wire from breaker 
box connected to 
the ground rod.

Ground Rod, 
5/8" x 8' 

galvanized 
or copper, 

connected to 
grounding 

bar in 
switchbox 

by a #6 
copper 

conductor 
(MIN) 

Final grade - Groundline
(Figure 1)    (Figure 2)

Conduit 2 
ft. below 

groundlineCooperative 
wire

 100 Amp - #3 Copper

 125 Amp - #2 Copper

 150 Amp - #1/0 Copper

 200 Amp - #2/0 Copper

Ground rod should be installed to ground line. (8 Ft.)
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 225 Amp - #3/0 Copper
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200 AMP Meter Base
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