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WEATHERHEAD 24" ABOVE ROOFLINE

INSULATED CLEVIS 18" ABOVE ROOF LINE 3 INSULATED CONDUCTORS 18" TAIL
(COOP FURNISHED)

(Guy)

ROOF JACK

2" X 6" INSTALLED SOLIDLY
BETWEEN RAFTERS & AGAINST
ROOF SHEATHING

1" - 2" RIGID STEEL CONDUIT 
(DEPENDING ON CONDUCTOR SIZE)
LARGER CONDUCTOR REQUIRES

SWITCHBOX / MAIN BREAKER FLUSH MOUNTED LARGER CONDUIT
WALL OR MOUNTED WITHIN 18" OF METER
SOCKET.  RIGID STEEL NIPPLE BETWEEN BOXES       SURFACE MOUNTED METER SOCKET
WITH LOCKRINGS AND PLASTIC BUSHINGS.
NOTE: BOX BOND SCREW OR STRAP MUST BE
INSTALLED IN SWITCHBOX.

CONDUCTORS ALLOWED (MINIMUM)
100 AMP - #3 COPPER   7 FT MAXIMUM
125 AMP - #2 COPPER   6 FT TO CENTER OF METER SOCKET
150 AMP - #1/0 COPPER   5 FT MINIMUM
200 AMP - #2/0 COPPER
225 AMP - #3/0 COPPER   MINIMUM #6 COPPER GROUND WIRE  

  CONNECTED TO GROUNDBAR IN SWITCHBOX 
GROUND ROD CLAMP   AND GROUND ROD

 GROUND LINE

  MINIMUM (1) 5/8" X 8' GROUND ROD
 GALVANIZED OR COPPER COATED
 

24-1/2 ft.          16 ft. 12 ft.

driveways Residential 

OVERHEAD METER LOOP INSTALLED ON HOUSE THROUGH ROOF
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State Highways

Building

TYPICAL INSTALLATION

18 " MIN.

IF WEATHERHEAD IS 
OVER 26 INCHES 

ABOVE ROOFLINE A 
GUY IS REQUIRED


	DIAGRAM - OVERHEAD ML ON HOUSE

